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All information and data stated in this printed document has been compiled with utmost care. Nevertheless, HJS accepts no liability for any errors, omissions or other inaccuracies contained herein. The vehicle applications cited in this document
may possibly be valid only up to the date printed on the last page of the document. Subject to change without notice. Reprinting or reproduction, in whole or in part, including of photographs, illustrations or graphics, is not permitted without the
prior written consent of HJS Emission Technology. 
We reserve all rights in connection with this document.
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Tuning Catalysts with ECE approval

* If a silencer is cancelled by the installation of a tuning catalyst, the noise behaviour is to 
be revalued within the scope of a company permission for the vehicle according to §21 of 
the German StVZO regulation.

*1 Adaptor HJS-No. 90 60 5531 (Ø 70 up to Ø 60mm) / HJS-No. 90 60 5732 (Ø 76 up to Ø 60mm) 
is required.  

*2 Single approval according to §21 German StVZO is required!

90 81 1100* Downpipe Ø 76 mm Euro 6

90 81 1105* Downpipe Ø 76 mm Euro 6

90 81 1140 Downpipe Ø 143 / 2 x 60 mm Euro 6

90 87 1141 Downpipe Ø 143 / 2 x 60 mm Euro 6

90 81 1150 Downpipe Ø 70 mm Euro 6

90 95 1105 Downpipe Ø 70 mm Euro 4 / 5

90 95 1110 Downpipe Ø 70 mm Euro 6
90 95 1115 Downpipe Ø 76 mm Euro 6

AUDI

HJS offers a comprehensive range of approved tuning downpipes. The
vehicle-specific stainless steel catalysts can be combined with standard-
production and tuning exhaust systems from many different manufactu-
rers. HJS’s 200 cpsi tuning catalysts optimise the car’s performance while
significantly improving the sound. Registration in the vehicle 
papers is not necessary.

90 81 1100 TT III 2.0* 8J (8S) 2.0/169 CHHC Euro 6

90 81 1100 TTS III 2.0* 8J (8S) 2.0/210 CJXF Euro 6

90 81 1100 TTS III 2.0* 8J (8S) 2.0/228 CJXG Euro 6

90 81 1105 S1 I 2.0* 8X 2.0/170 CWZA Euro 6

90 81 1140 S4 quattro Avant B8 3.0/260 CWGD Euro 6

90 81 1140 S4 quattro Stufenheck B8 3.0/260 CWGD Euro 6

90 81 1140 S4 quattro Avant Nfz B81 3.0/260 CWGD Euro 6

90 81 1140 S5 quattro Cabriolet B8 3.0/260 CWGD Euro 6

90 81 1140 S5 quattro Coupé B8 3.0/260 CWGD Euro 6

90 81 1140 S5 quattro Sportback B8 3.0/260 CWGD Euro 6

90 81 1140 S5 quattro Sportb. Nfz B81 3.0/260 CWGD Euro 6

90 81 1150 A1 1.8 Sport 8 X 1.8/141 DAJB Euro 6

90 87 1141 SQ5 quattro B8 3.0/260 CWGD*2 Euro 6

90 95 1105 A3 II 1.8 8 P 1.8/118 BYT Euro 4

90 95 1105 A3 II 1.8 8 P 1.8/118 BZB Euro 4

90 95 1105 A3 II 1.8 8 P 1.8/118 CDAA Euro 5

90 95 1105 A3 II 2.0 8 P 2.0/147 AXX Euro 4

90 95 1105 A3 II 2.0 8 P 2.0/147 BWA Euro 4

90 95 1105 A3 II 2.0 8 P 2.0/147 CAWB Euro 5

90 95 1105 A3 II 2.0 8 P 2.0/147 CCZA Euro 5

90 95 1105 TT II 2.0* 8 J 2.0/147 CCZA Euro 5

90 95 1105 TT II 2.0* 8 J 2.0/147 BWA Euro 4

90 95 1105 TT II 2.0* 8 J 2.0/118 CDAA Euro 5

90 95 1110 A3 III 1.8 8V 1.8/132 CJSA*1 Euro 6

90 95 1115 A3 III 1.8 8V 1.8/132 CJSA*1 Euro 6

HJS-No. Model KBA-Type Ltr/kW Engine Type Norm HJS-No. Description Euro-Norm
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Tuning Catalysts with ECE approval
AUDI

*1 Adaptor HJS-No. 90 60 5531 (Ø 70 up to Ø 60mm) / HJS-No. 90 60 5732 (Ø 76 up to Ø 60mm) 
is required.

HJS-No. Model KBA-Type Ltr/kW Engine type Norm

90 95 1120 A3 III 1.2 8V 1.2/77 CJZA Euro 6

90 95 1120 A3 III 1.2 8V 1.2/81 CYVB Euro 6

90 95 1120 A3 III 1.4 8V 1.4/90 CMBA Euro 6

90 95 1120 A3 III 1.4 8V 1.4/90 CXSA Euro 6

90 95 1120 A3 III 1.4 8V 1.4/92 CXSB Euro 6

90 95 1120 A3 III 1.4 8V 1.4/103 CPTA Euro 6

90 95 1120 A3 III 1.4 8V 1.4/110 CZEA Euro 6

90 95 1135 A3 III 1.8 (4x4) 8V 1.8/132 CJSB*1 Euro 6

90 95 1135 S3 III 2.0 8V 2.0/206 CJXB Euro 6

90 95 1135 S3 III 2.0 8V 2.0/210 CJXF Euro 6

90 95 1135 S3 III 2.0 8V 2.0/213 CJXD Euro 6

90 95 1135 S3 III 2.0 8V 2.0/213 DJHB Euro 6

90 95 1135 S3 III 2.0 8V 2.0/221 CJXC Euro 6

90 95 1135 S3 III 2.0 8V 2.0/228 DJHA Euro 6

90 95 1135 S3 III 2.0 8V 2.0/228 CJXG Euro 6

90 81 1170 TTRS 2.5 8J 2.5/294 DAZA Euro 6

90 81 1170 TTRS 2.5 8J1 2.5/294 DAZA Euro 6

90 81 1170 RS3 III 8V 2.5/294 DAZA Euro 6

90 95 1135 Downpipe Ø 76 mm Euro 6

90 95 1120 Downpipe Ø 60 mm Euro 6

HJS-No. Description Euro-Norm

90 81 1170 Downpipee  Ø 60 / 63,5 mm Euro 6

CITROËN
HJS-No. Model KBA-Type Ltr/kW Engine type Norm

90 81 2000 DS3, DS3 Cabrio S 1.6/110 5FN / 5F02 Euro 5

90 81 2000 DS3, DS3 Cabrio S 1.6/110 5FX / 5F04 Euro 5

90 81 2000 DS3, DS3 Cabrio S 1.6/110 5FR / 5F04 Euro 5

90 81 2000 DS3, DS3 Cabrio S 1.6/110 5G01 Euro 6

90 81 2000 DS3, DS3 Cabrio S 1.6/115 5FR / 5F04 Euro 5

90 81 2000 DS3, DS3 Cabrio S 1.6/115 5FV / 5F02 Euro 5

90 81 2000 DS3, DS3 Cabrio S 1.6/121 5G01 Euro 6

90 81 2000 DS3 Racing SA 1.6/149 5FF / 5FO4 Euro 5

90 81 2000 DS3 Racing SA 1.6/152 5FD / 5F04 Euro 5

90 81 2000 C4 / DS4 N 1.6/115 5FV / 5F02 Euro 5

90 81 2000 C4 / DS4 N 1.6/120 5FM / 5F06 Euro 5

90 81 2000 C4 / DS4 N 1.6/121 5G01 Euro 6

90 81 2000 C4 / DS4 N 1.6/147 5FU / 5F03 Euro 5

90 81 2000 C4 Picasso U 1.6/115 5FV / 5F02 Euro 5

90 81 2000 C4 Picasso U 1.6/121 5G01 Euro 6

90 81 2000 C5 R 1.6/110 5FN / 5F02 Euro 5

90 81 2000 C5 R 1.6/115 5FV / 5F02 Euro 5

90 81 2000 DS5 K 1.6/115 5FV / 5F02 Euro 5

90 81 2000 DS5 K 1.6/147 5FU / 5F03 Euro 5

90 81 2000 Downpipe Ø 65 mm Euro 5 /  6

HJS-No. Description Euro-Norm



90 81 2005 114i F20/1K2/1K4 1.6/75 N13B16A Euro 5
90 81 2005 114i F20/1K2/1K4 1.6/75 N13B16A Euro 6
90 81 2005 116i F20/1K2/1K4 1.6/100 N13B16A Euro 5
90 81 2005 116i F20/1K2/1K4 1.6/100 N13B16A Euro 6
90 81 2005 118i F20/1K2/1K4 1.6/100 N13B16A Euro 5
90 81 2005 118i F20/1K2/1K4 1.6/100 N13B16A Euro 6
90 81 2005 118i F20/1K2/1K4 1.6/125 N13B16A Euro 5
90 81 2005 118i F20/1K2/1K4 1.6/125 N13B16A Euro 6
90 81 2005 120i F20/1K2/1K4 1.6/130 N13B16A Euro 6
90 81 2005 316i F30/3L 1.6/100 N13B16A Euro 5
90 81 2005 316i F30/3L 1.6/100 N13B16A Euro 6
90 81 2005 320i F30/3L 1.6/125 N13B16A Euro 6
90 81 2010 335i / xDrive F30/3L 3.0/225 N55B30A Euro 6
90 81 2010 335i / xDrive F30/3L 3.0/240 N55B30A Euro 6
90 81 2010 335i / xDrive F30/3L 3.0/250 N55B30A Euro 6
90 81 2010 335i / xDrive F31/3K 3.0/225 N55B30A Euro 6
90 81 2010 335i / xDrive F31/3K 3.0/240 N55B30A Euro 6
90 81 2010 335i / xDrive F31/3K 3.0/250 N55B30A Euro 6
90 81 2010 335i / xDrive F34/3-V 3.0/225 N55B30A Euro 6
90 81 2010 335i / xDrive F34/3-V 3.0/240 N55B30A Euro 6
90 81 2010 435i / xDrive F32/3C 3.0/225 N55B30A Euro 6
90 81 2010 435i / xDrive F32/3C 3.0/250 N55B30A Euro 6
90 81 2010 435i F33/3C 3.0/225 N55B30A Euro 6
90 81 2010 435i F33/3C 3.0/250 N55B30A Euro 6
90 81 2010 M135i / xDrive F20/1K4 3.0/240 N55B30A Euro 6
90 81 2010 M135i / xDrive F20/1K4 3.0/235 N55B30A Euro 6
90 81 2010 M135i / xDrive F21/1K2 3.0/240 N55B30A Euro 6
90 81 2010 M135i / xDrive F21/1K2 3.0/235 N55B30A Euro 6
90 81 2010 M2 F87 3.0/272 N55B30A Euro 6
90 81 2010 M235i F22/1C 3.0/225 N55B30A Euro 5
90 81 2010 M235i / xDrive F22/1C 3.0/240 N55B30A Euro 6
90 81 2015 335i / xDrive F30/3L 3.0/225 N55B30A Euro 5
90 81 2015 335i F31/3K 3.0/225 N55B30A Euro 5
90 81 2015 335i F31/3K 3.0/240 N55B30A Euro 5
90 81 2015 M135i / xDrive F20/1K4 3.0/235 N55B30A Euro 5
90 81 2015 M135i / xDrive F21/1K2 3.0/235 N55B30A Euro 5
90 81 2020 340i / xDrive F30LCI/3L 3.0/240 B58 B30A Euro 6
90 81 2020 340i / xDrive F30LCI/3L 3.0/265 B58 B30A Euro 6
90 81 2020 340i / xDrive F31LCI/3K 3.0/240 B58 B30A Euro 6
90 81 2020 340i / xDrive F31LCI/3K 3.0/265 B58 B30A Euro 6
90 81 2020 440i / xDrive F32/3C 3.0/240 B58 B30A Euro 6
90 81 2020 440i / xDrive F32/3C 3.0/265 B58 B30A Euro 6
90 81 2020 440i / xDrive F33/3C 3.0/240 B58 B30A Euro 6
90 81 2020 440i / xDrive F33/3C 3.0/265 B58 B30A Euro 6
90 81 2020 440i / xDrive F36/3C 3.0/240 B58 B30A Euro 6
90 81 2020 440i / xDrive F36/3C 3.0/265 B58 B30A Euro 6
90 81 2020 540i / xDrive G30/G5L 3.0/250 B58 B30A Euro 6
90 81 2020 540i / xDrive G31/G5L 3.0/250 B58 B30A Euro 6
90 81 2020 740i G11/7L 3.0/240 B58 B30A Euro 6
90 81 2020 M140i / xDrive F20/1K2 3.0/250 B58 B30A Euro 6
90 81 2020 M140i / xDrive F20/1K4 3.0/250 B58 B30A Euro 6
90 81 2020 M140i / xDrive F21/1K4 3.0/250 B58 B30A Euro 6
90 81 2020 M240i / xDrive F22/1C 3.0/250 B58 B30A Euro 6
90 81 2031 220i Active Tourer UKL-L/F2AT (F45) 2.0/141 B48A20A Euro 6
90 81 2031 220i Gran Tourer UKL-L/F2GT (F46) 2.0/141 B48A20A Euro 6
90 81 2031 225i / xDrive Act. Tou. UKL-L/F2AT (F45) 2.0/170 B48A20B Euro 6
90 81 2031 X1 XDrive20i UKL-L/F1X (F48) 2.0/141 B48A20A Euro 6
90 81 2031 X1 xDrive25i UKL-L/F1X (F48) 2.0/170 B48A20B Euro 6

6

Tuning Catalysts with ECE approval
BMW

HJS-No. Model KBA-Type Ltr/kW Engine type Norm

90 81 2005 Downpipe Ø 61,5 mm Euro 5/6

90 81 2010 Downpipe Ø 89 / 80 mm Euro 6

90 81 2015 Downpipe Ø 76 / 80 mm Euro 5

90 81 2020 Downpipe Ø 89 / 80 mm Euro 6

HJS-No. Description Euro-Norm

Replaces OE Catalys: 18.32.8.602.882

Replaces OE Catalys: 18.32.8.603.875

90 81 2031 Downpipe Ø 70 mm Euro 6
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BMW

Tuning Catalysts with ECE approval

90 81 2035 Downpipe Ø 76 / 2 x 60 mm Euro 5

HJS-No. Description Euro-Norm

90 81 2040 Downpipe Ø 80 / 65 mm  Euro 6
Replaces OE Catalys: 18.32.7.848.041 & 18.32.7.848.044

90 82 2040 Downpipe Ø 80 / 65 mm  Euro 6d-TEMP
*Only for models from 01.07.2018 with standard Otto particle filter

90 82 2050 Downpipe Ø 89 / 76 mm  Euro 6d-TEMP
V-band clamp connection

90 82 2055 Downpipe Ø 89 / 80 mm  Euro 6d-TEMP
Sliding seat/Only for models from 01.07.2018 with standard Otto particle filter

90 81 2035 135i / Coupé E82/1C 3.0/225 N55B30A Euro 5
90 81 2035 135i / Coupé E82/1C 3.0/240 N55B30A Euro 5
90 81 2035 135i / Cabriolet E88/1C 3.0/225 N55B30A Euro 5
90 81 2035 135i / Cabriolet E88/1C 3.0/240 N55B30A Euro 5
90 81 2035 335i / Limousine E90LCI/3L 3.0/225 N55B30A Euro 5
90 81 2035 335i / Touring E91LCI/3K 3.0/225 N55B30A Euro 5
90 81 2035 335i / Touring E91LCI/3K 3.0/240 N55B30A Euro 5
90 81 2035 335i / Coupé E92LCI/3C 3.0/225 N55B30A Euro 5
90 81 2035 335i / Coupé E92LCI/3C 3.0/240 N55B30A Euro 5
90 81 2035 335i / Cabriolet E93LCI/3C 3.0/225 N55B30A Euro 5
90 81 2035 335i / Cabriolet E93LCI/3C 3.0/240 N55B30A Euro 5
90 81 2040 M3 / Limousine F80/F80 LCI 3.0/317 S55B30A Euro 6
90 81 2040 M3 /Limousine F80/F80 LCI 3.0/331 S55B30A Euro 6
90 81 2040 M3 CS / Limousine F80/F80 LCI 3.0/338 S55B30A Euro 6
90 81 2040 M4 / Coupé F82/F82 LCI 3.0/317 S55B30A Euro 6
90 81 2040 M4 / Coupé F82/F82 LCI 3.0/331 S55B30A Euro 6
90 81 2040 M4 CS / Coupé F82/F82 LCI 3.0/338 S55B30A Euro 6
90 81 2040 M4 GTS  / Coupé F82/F82 LCI 3.0/368 S55B30A Euro 6
90 81 2040 M4 / Cabriolet F83/F83LCI 3.0/317 S55B30A Euro 6
90 81 2040 M4 / Cabriolet F83/F83LCI 3.0/331 S55B30A Euro 6
90 82 2040 M2 Competition (M3) 3.0/302 S55B30A Euro 6d-TEMP
90 82 2040 M2 CS  (M3) 3.0/331 S55B30A Euro 6d-TEMP
90 82 2040 M4* (M3) 3.0/317 S55B30A Euro 6d-TEMP
90 82 2040 M4 Competition* (M3) 3.0/331 S55B30A Euro 6d-TEMP
90 82 2050 540i (G5L) 3.0/250 B58 B30C Euro 6d-TEMP
90 82 2050 540i xDrive (G5L) 3.0/250 B58 B30C Euro 6d-TEMP
90 82 2050 640i Gran Turismo (G6GT) 3.0/250 B58 B30C Euro 6d-TEMP
90 82 2050 640i Gran Turis. xDrive (G6GT) 3.0/250 B58 B30C Euro 6d-TEMP
90 82 2050 740i Limousine (7L) 3.0/250 B58 B30C Euro 6d-TEMP
90 82 2050 740i Lim. xDrive (7L) 3.0/250 B58 B30C Euro 6d-TEMP
90 82 2050 840i Cabrio (G8C) 3.0/250 B58 B30C Euro 6d-TEMP
90 82 2050 840i Cabrio xDrive (G8C) 3.0/250 B58 B30C Euro 6d-TEMP
90 82 2050 840i Coupé (G8C) 3.0/250 B58 B30C Euro 6d-TEMP
90 82 2050 840i Gran Coupé xDrive (G8C) 3.0/250 B58 B30C Euro 6d-TEMP
90 82 2050 M340i xDrive (G3K) 3.0/275 B58 B30B Euro 6d-TEMP
90 82 2050 M340i xDrive (G3L) 3.0/275 B58 B30B Euro 6d-TEMP
90 82 2050 Z4 M40i (G4Z) 3.0/250 B58 B30C Euro 6d-TEMP
90 82 2055 340i Gran Turismo (3-V) 3.0/240 B58 B30A Euro 6d-TEMP
90 82 2055 340i Gran Turis. xDrive (3-V) 3.0/240 B58 B30A Euro 6d-TEMP
90 82 2055 340i Limousine (3L) 3.0/240 B58 B30A Euro 6d-TEMP
90 82 2055 340i Lim. xDrive (3L) 3.0/240 B58 B30A Euro 6d-TEMP
90 82 2055 340i Touring (3K) 3.0/240 B58 B30A Euro 6d-TEMP
90 82 2055 340i Touring xDrive (3K) 3.0/240 B58 B30A Euro 6d-TEMP
90 82 2055 440i Coupé (3C) 3.0/240 B58 B30A Euro 6d-TEMP
90 82 2055 440i Cabrio (3C) 3.0/240 B58 B30A Euro 6d-TEMP
90 82 2055 440i Cabrio xDrive (3C) 3.0/240 B58 B30A Euro 6d-TEMP 
90 82 2055 440i Coupé xDrive (3C) 3.0/240 B58 B30A Euro 6d-TEMP
90 82 2055 440i Gran Coupé (3C) 3.0/240 B58 B30A Euro 6d-TEMP
90 82 2055 M140i (1K4) 3.0/250 B58 B30A Euro 6d-TEMP
90 82 2055 M140i (1K2) 3.0/250 B58 B30A Euro 6d-TEMP
90 82 2055 M140i xDrive (1K4) 3.0/250 B58 B30A Euro 6d-TEMP
90 82 2055 M140i xDrive (1K2) 3.0/250 B58 B30A Euro 6d-TEMP
90 82 2055 M240i Cabrio (1C) 3.0/250 B58 B30A Euro 6d-TEMP
90 82 2055 M240i Cabrio xDrive (1C) 3.0/250 B58 B30A Euro 6d-TEMP

HJS-No. Model KBA-Type Ltr/kW Engine type Norm
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Tuning Catalysts with ECE approval

Tuning Catalysts with TÜV modification certificate

FORD

HONDA

90 81 5000 Ø 70 mm Euro 4

90 81 5010 Ø 70 mm Euro 5 / 6

90 81 5020 Ø 70 mm Euro 5 / 6

90 81 5030 Ø 76 mm Euro 6

90 81 5040 Ø 76 mm Euro 6

HJS-No. Description Euro-Norm

90 81 6000* Downpipe Ø 95/76 mm Euro 6

HJS-No. Description Euro-Norm

HJS-No. Model KBA-Type Ltr/kW Engine type Norm

90 81 5000 Focus RS MKII DA3-RS 2.5/224 JZDA Euro 4

90 81 5010 Focus ST MKIII DYB 2.0/184 R9DA Euro 5

90 81 5010 Focus ST MKIII DYB 2.0/184 R9DB Euro 6

90 81 5010 Focus ST MKIII DYB 2.0/184 R9DC Euro 6

90 81 5020 Fiesta ST MKIII JA8 1.6/134 JTJA Euro 5

90 81 5020 Fiesta ST MKIII JA8 1.6/134 JTDB Euro 5

90 81 5020 Fiesta ST MKIII JA8 1.6/134 JTJB Euro 6

90 81 5020 Fiesta ST MKIII JA8 1.6/134 JTJC Euro 6

90 81 5030 Mustang Cabriolet LAE 2.3/233 N38H Euro 6

90 81 5030 Mustang Cabriolet LAE 2.3/233 N48H Euro 6

90 81 5030 Mustang Coupé LAE 2.3/233 N38H Euro 6

90 81 5030 Mustang Coupé LAE 2.3/233 N48H Euro 6

90 81 5040 Focus RS MKIII DYB-RS 2.3/257 YVDA Euro 6

90 81 6010* Downpipe Ø 95/76 mm Euro 6

Exclusive distribution for Germany: www.ke-performance.de

* Single approval according to §21 StVZO is required.

HJS-No. Model Ltr/kW Engine type Norm

90 81 6000 Civic Type R (FK8) 2.0/235 K20C1 Euro 6

90 81 6010 Civic Type R (FK2) 2.0/228 K20C1 Euro 6
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Tuning Catalysts with ECE approval
HYUNDAI

HJS-No. Model KBA-Type Ltr/kW Engine type Norm

90 81 3000 i30N PDE N 2.0/184 G4KH Euro 6

90 81 3000 i30N Performance PDE N 2.0/202 G4KH Euro 6

90 81 3000 Downpipe Ø 89/70 mm Euro 6

HJS-No. Description Euro-Norm

MERCEDES-BENZ
HJS-No. Model KBA-Type Ltr/kW Engine type Norm

90 81 7000 AMG A45 245 G / AMG 2.0/265 133980 Euro 6

90 81 7000 AMG CLA45 245 G / AMG 2.0/265 133980 Euro 6

90 81 7000 AMG GLA45 245 G / AMG 2.0/265 133980 Euro 6

90 81 7000 AMG A45 245 G / AMG 2.0/280 133980 Euro 6

90 81 7000 AMG CLA45 245 G / AMG 2.0/280 133980 Euro 6

90 81 7000 AMG GLA45 245 G / AMG 2.0/280 133980 Euro 6

90 81 7000 Downpipe Ø 89/76 mm Euro 6

HJS-No. Description Euro-Norm



10

Tuning Catalysts with ECE approval
MINI

HJS-No. Model KBA-Type Ltr/kW Engine type Norm

90 81 2000 Clubman R55 1.6/120 N14B16A Euro 5

90 81 2000 Clubman R55 1.6/128 N14B16A Euro 5

90 81 2000 Clubman R55 1.6/135 N18B16A Euro 5

90 81 2000 Clubman R55 1.6/141 N14B16A Euro 5

90 81 2000 Clubman R55 1.6/147 N14B16A Euro 5

90 81 2000 Clubman R55 1.6/155 N14B16C Euro 5

90 81 2000 Clubman, Limousine R55 bis R56 1.6/120 N18B16A Euro 5

90 81 2000 Clubman, Limousine R55 1.6/128 N14B16A Euro 4

90 81 2000 Clubman, Limousine R55 bis R56 1.6/135 N18B16A Euro 5

90 81 2000 Clubman, Limousine R55 bis R56 1.6/147 N18B16A Euro 5

90 81 2000 Clubman, Limousine R55 bis R56 1.6/155 N18B16C Euro 5

90 81 2000 John Cooper Works R55 bis R59 1.6/155 N18B16A Euro 5

90 81 2000 John Cooper Works R55 bis R59 1.6/155 N18B16A Euro 6

90 81 2000 John Cooper Works R55 bis R59 1.6/160 N18B16C Euro 5

90 81 2000 John Cooper Works R55 bis R59 1.6/160 N18B16C Euro 6

90 81 2000 Cooper S R55 bis R60 1.6/120 N18B16A Euro 5

90 81 2000 Cooper/S, Country., ALL4 R55 bis R60 1.6/120 N18B16A Euro 5

90 81 2000 Cooper/S, Country., ALL4 R55 bis R60 1.6/120 N18B16A Euro 6

90 81 2000 Cooper S R56 1.6/128 N14B16A Euro 4

90 81 2000 Cooper S R55 bis R60 1.6/135 N18B16A Euro 5

90 81 2000 Cooper/S, Country., ALL4 R55 bis R60 1.6/135 N18B16A Euro 5 

90 81 2000 Cooper/S, Country., ALL4 R55 bis R60 1.6/135 N18B16A Euro 6

90 81 2000 Cooper/S, Country., ALL4 R55 bis R60 1.6/140 N18B16A Euro 6

90 81 2000 Cooper S, ALL4 R55 bis R60 1.6/160 N18B16A Euro 5

90 81 2000 Cooper S, ALL4 R55 bis R60 1.6/160 N18B16A Euro 6

90 81 2000 Cooper/S, Country., ALL4 R55 bis R60 1.6/160 N18B16C Euro 5

90 81 2000 Cooper/S, Country., ALL4 R55 bis R60 1.6/160 N18B16C Euro 6

90 81 2000 Limousine R56 1.6/155 N18B16A Euro 5

90 81 2000 Limousine R56 1.6/160 N18B16C Euro 5

90 81 2000 Cabrio, Coupe, Roadster R57 bis R59 1.6/120 N18B16A Euro 5

90 81 2000 Cabrio R57 1.6/128 N14B16A Euro 4

90 81 2000 Cabrio, Coupe, Roadster R57 bis R59 1.6/135 N18B16A Euro 5

90 81 2000 Cabrio, Coupe, Roadster R57 bis R59 1.6/147 N18B16A Euro 5

90 81 2000 Cabrio, Coupe, Roadster R57 bis R59 1.6/155 N18B16A Euro 5

90 81 2000 Cabrio, Coupe, Roadster R57 bis R59 1.6/155 N14B16C Euro 5

90 81 2000 Cabrio, Coupe, Roadster R57 bis R59 1.6/160 N18B16C Euro 5

90 81 2031 Cooper S UKL-L/FML2 (F56) 2.0/120 B48A20A Euro 6

90 81 2031 Cooper S UKL-L/FML2 (F56) 2.0/141 B48A20A Euro 6

90 81 2031 Cooper S UKL-L/FML4 (F55) 2.0/141 B48A20A Euro 6

90 81 2031 Cooper S UKL-L/FML4 (F55) 2.0/155 B48A20A Euro 6

90 81 2031 Cooper S Clubman UKL-L/FMK (F54) 2.0/120 B48A20A Euro 6

90 81 2031 Cooper S Cabrio UKL-L/FMCA (F57) 2.0/141 B48A20A Euro 6

90 81 2031 Cooper S/ALL 4 Clubman UKL-L/FMK (F54) 2.0/141 B48A20A Euro 6

90 81 2031 Cooper S/ALL 4 Country. UKL-L/FMX (F60) 2.0/141 B48A20A Euro 6

90 81 2031 John Cooper Works UKL-L/FML2 (F56) 2.0/170 B48A20B Euro 6

90 81 2031 John Cooper Works Club. UKL-L/FMK (F54) 2.0/170 B48A20B Euro 6

90 81 2031 John Cooper Works Cabrio UKL-L/FMCA (F57) 2.0/170 B48A20B Euro 6

90 81 2031 John Cooper Works Country. UKL-L/FMX (F60) 2.0/170 B48A20B Euro 6

90 82 2031 Cooper S FML2 2.0/141 B48A20A Euro 6 D-Temp

90 82 2031 Cooper S FML4 2.0/141 B48A20A Euro 6 D-Temp

90 82 2031 Cooper S Cabrio FMCA 2.0/141 B48A20A Euro 6 D-Temp

HJS-No. Description Euro-Norm

90 81 2000 Downpipe Ø 65 mm Euro 4 /5 / 6

90 81 2031 Downpipe Ø 70 mm Euro 6

90 82 2031 Downpipe Ø 70 mm Euro 6 D-Temp
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PEUGEOT
HJS-No. Model KBA-Type Ltr/kW Engine type Norm

90 81 2000 207 W 1.6/110 5FX / 5F04 Euro 5

90 81 2000 207 W 1.6/115 5FR / 5F04 Euro 5

90 81 2000 207 GTI W 1.6/128 5FY Euro 4

90 81 2000 208 C 1.6/115 5FV / 5F02 Euro 5

90 81 2000 208 GTI C 1.6/147 5FU / 5F03 Euro 5

90 81 2000 308 4 1.6/115 5FV / 5F02 Euro 5

90 81 2000 308 GTI 4 1.6/128 5FY Euro 4

90 81 2000 308 GTI 4 1.6/147 5FU / 5F03 Euro 5

90 81 2000 308 L 1.6/115 5F02 Euro 6

90 81 2000 508 8 1.6/110 5F02 Euro 5

90 81 2000 508 8 1.6/110 5G01 Euro 6

90 81 2000 508 8 1.6/115 5FV / 5F02 Euro 5

90 81 2000 508 8 1.6/121 5G01 Euro 6

90 81 2000 3008 OU 1.6/115 5FV / 5F02 Euro 5

90 81 2000 3008 OU 1.6/121 5G01 Euro 6

90 81 2000 5008 O 1.6/115 5FV / 5F02 Euro 5

90 81 2000 5008 O 1.6/121 5G01 Euro 6

90 81 2000 RCZ 4J 1.6/115 5FV / 5F02 Euro 5

90 81 2000 RCZ 4J 1.6/147 5FU / 5F03 Euro 5

90 81 2000 Downpipe Ø 65 mm Euro 4 / 5 /  6

HJS-No. Description Euro-Norm

Tuning Catalysts with ECE approval
OPEL

90 81 4000 Ø 60 mm Euro 4

90 81 4005 Ø 60 mm Euro 4
90 81 4011 Ø 70 mm Euro 5 

90 81 4015 Ø 70 mm Euro 5
90 81 4016 Ø 70 mm Euro 6

HJS-No. Description Euro-NormHJS-No. Model KBA-Type Ltr/kW Engine type Norm

90 81 4000 Astra G T98 / C 2.0/140 Z20LET Euro 4

90 81 4000 Astra G T98 / C 2.0/141 Z20LET Euro 4

90 81 4000 Astra G T98 / C 2.0/147 Z20LET Euro 4

90 81 4000 Astra H A-H/C/SW 2.0/125 Z20LEL Euro 4

90 81 4000 Astra H A-H/C/SW 2.0/147 Z20LER Euro 4

90 81 4000 Astra H OPC A-H/C 2.0/177 Z20LEH Euro 4

90 81 4005 Corsa D S-D 1.6/110 Z16LEL Euro 4

90 81 4005 Corsa D OPC S-D 1.6/141 Z16LER Euro 4

90 81 4011 Corsa D S-D 1.6/110 A16LEL Euro 5

90 81 4011 Corsa D OPC S-D 1.6/141 A16LER Euro 5

90 81 4011 Corsa D OPC S-D 1.6/155 A16LER Euro 5

90 81 4015 Astra J GTC P-J/SW 2.0/206 A20NFT Euro 5

90 81 4016 Astra J GTC P-J/SW 2.0/206 B20NFT Euro 6
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Tuning Catalysts with ECE approval
SEAT

HJS-No. Model KBA-Type Ltr/kW Engine type Norm

90 81 1150 Ibiza IV 1.8 Cupra 6 J 1.8/141 DAJA Euro 6

90 95 1105 Altea 1.8 5 P 1.8/118 BYT Euro 4

90 95 1105 Altea 1.8 5 P 1.8/118 BZB Euro 4

90 95 1105 Altea 1.8 5 P 1.8/118 CDAA Euro 5

90 95 1105 Altea 2.0 5 P 2.0/147 BWA Euro 4

90 95 1105 Altea 2.0 5 P 2.0/155 CCZB Euro 5

90 95 1105 Leon II 1.8 1 P 1.8/118 BZB Euro 5

90 95 1105 Leon II 1.8 1 P 1.8/118 CDAA Euro 5

90 95 1105 Leon II 2.0 1 P 2.0/147 BWA Euro 4

90 95 1105 Leon II 2.0 1 P 2.0/155 CCZB Euro 5

90 95 1105 Leon II 2.0 Cupra 1 P 2.0/177 BWJ Euro 5

90 95 1105 Leon II 2.0 Cupra 1 P 2.0/177 CDLD Euro 5

90 95 1105 Leon II 2.0 Cupra 1 P 2.0/195 CDLA Euro 5

90 95 1105 Toledo 1.8 5 P 1.8/118 BYT Euro 4

90 95 1105 Toledo 1.8 5 P 1.8/118 BZB Euro 4

90 95 1105 Toledo 1.8 5 P 1.8/118 CDAA Euro 5

90 95 1105 Toledo 2.0 5 P 2.0/147 BWA Euro 4

90 95 1105 Toledo 2.0 5 P 2.0/155 CCZB Euro 5

90 95 1110 Leon III 1.8 ST 5F 1.8/132 CJSA*1 Euro 6

90 95 1110 Leon III 2.0 Cupra 5F 2.0/195 CJXE Euro 6

90 95 1110 Leon III 2.0 Cupra-R 5F 2.0/206 CJXA Euro 6

90 95 1110 Leon III 2.0 Cupra 290 5F 2.0/213 CJXH Euro 6

90 95 1110 Leon III 2.0 Cupra 300 5F 2.0/221 CJXC Euro 6

90 95 1110 Leon III 2.0 Cupra 5F 2.0/228 CJXG Euro 6

90 95 1115 Leon III 1.8 ST 5F 1.8/132 CJSA*1 Euro 6

90 95 1115 Leon III 2.0 Cupra 5F 2.0/195 CJXE Euro 6

90 95 1115 Leon III 2.0 Cupra-R 5F 2.0/206 CJXA Euro 6

90 95 1115 Leon III 2.0 Cupra 290 5F 2.0/213 CJXH Euro 6

90 95 1115 Leon III 2.0 Cupra 300 5F 2.0/221 CJXC Euro 6

90 95 1115 Leon III 2.0 Cupra 5F 2.0/228 CJXG Euro 6

90 95 1120 Leon III 1.2 5F 1.2/63 CJZB Euro 6

90 95 1120 Leon III 1.2 5F 1.2/63 CYVA Euro 6

90 95 1120 Leon III 1.2 5F 1.2/77 CJZA Euro 6

90 95 1120 Leon III 1.2 5F 1.2/81 CYVB Euro 6

90 95 1120 Leon III 1.4 5F 1.4/90 CMBA Euro 6

90 95 1120 Leon III 1.4 5F 1.4/90 CXSA Euro 6

90 95 1120 Leon III 1.4 5F 1.4/92 CZCA Euro 6

90 95 1120 Leon III 1.4 5F 1.4/103 CHPA Euro 6

90 95 1120 Leon III 1.4 5F 1.4/103 CPTA Euro 6

90 95 1120 Leon III 1.4 5F 1.4/110 CZEA Euro 6

90 95 1135 Leon III 1.8 ST (4x4) 5F 1.8/132 CJSB*1 Euro 6

90 95 1135 Leon III ST 2.0 Cupra 5F 2.0/221 CJXC Euro 6

300 (4x4) Kombi

90 81 1150 Downpipe Ø 70 mm Euro 6

90 95 1105 Downpipe Ø 70 mm Euro 4 / 5

90 95 1110 Downpipe Ø 70 mm Euro 6
90 95 1115 Downpipe Ø 76 mm Euro 6

HJS-No. Description Euro-Norm

*1 Adaptor HJS-No. 90 60 5531 (Ø 70 up to Ø 60mm) / HJS-No. 90 60 5732 (Ø 76 up to Ø 60mm) 
is required.

90 95 1120 Downpipe Ø 60 mm Euro 6

90 95 1135 Downpipe Ø 76 mm Euro 6
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Tuning Catalysts with ECE approval

90 95 1135 Downpipe Ø 76 mm Euro 6

*1 Adaptor HJS-No. 90 60 5531 (Ø 70 up to Ø 60mm) / HJS-No. 90 60 5732 (Ø 76 up to Ø 60mm) 
is required.

SKODA
HJS-No. Model KBA-Type Ltr/kW Engine type Norm

90 81 1160 Octavia III 2.0 RS 5E 2.0/180 DLBA Euro 6c

90 95 1105 Octavia II 1.8 1 Z 1.8/118 BZB Euro 4

90 95 1105 Octavia II 1.8 1 Z 1.8/118 CDAA Euro 5

90 95 1105 Octavia II 2.0 RS 1 Z 2.0/147 BWA Euro 4

90 95 1105 Octavia II 2.0 RS 1 Z 2.0/147 CCZA Euro 5

90 95 1105 Superb II 1.8 3 T 1.8/118 BZB Euro 4

90 95 1105 Superb II 1.8 3 T 1.8/118 CDAA Euro 5

90 95 1105 Superb II 2.0 3 T 2.0/147 CCZA Euro 5

90 95 1110 Octavia III 1.8 5E 1.8/132 CJSA*1 Euro 6

90 95 1110 Octavia III 2.0 RS 5E 2.0/162 CHHB Euro 6

90 95 1110 Octavia III 2.0 RS 5E 2.0/169 CHHA Euro 6

90 95 1110 Suberb III 2.0 3T 2.0/162 CHHB Euro 6

90 95 1115 Octavia III 1.8 5E 1.8/132 CJSA*1 Euro 6

90 95 1115 Octavia III 2.0 RS 5E 2.0/162 CHHB Euro 6

90 95 1115 Octavia III 2.0 RS 5E 2.0/169 CHHA Euro 6

90 95 1115 Superb III 2.0 3T 2.0/162 CHHB Euro 6

90 95 1120 Octavia III 1.2 5E 1.2/63 CJZB Euro 5

90 95 1120 Octavia III 1.2 5E 1.2/77 CJZA Euro 5

90 95 1120 Octavia III 1.4 5E 1.4/103 CHPA Euro 5

90 95 1135 Octavia III 1.8 (4x4) 5E 1.8/132 CJSB*1 Euro 6

90 95 1135 Superb III 2.0 (4x4) 3T (3V) 2.0/206 CJXA Euro 6

90 81 1160 Downpipe Ø 76 mm Euro 6c

90 95 1105 Downpipe Ø 70 mm Euro 4 / 5

90 95 1120 Downpipe Ø 60 mm Euro 6

90 95 1110 Downpipe Ø 70 mm Euro 6
90 95 1115 Downpipe Ø 76 mm Euro 6

HJS-No. Description Euro-Norm

TOYOTA
HJS-No. Model KBA-Type Ltr/kW Engine type Norm

90 82 2050 Toyota Supra (JTSC) 3.0/250 B58 B30C Euro 6d-TEMP

HJS-No. Description Euro-Norm

V-band clamp connection
90 82 2050 Downpipe Ø 89 / 76 mm  Euro 6d-TEMP
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*1 Adaptor HJS-No. 90 60 5531 (Ø 70 up to Ø 60mm) / HJS-No. 90 60 5732 (Ø 76 up to Ø 60mm) 
is required.

VW

90 95 1135 Downpipe Ø 76 mm Euro 6

90 81 1150 Downpipe Ø 70 mm Euro 6

90 81 1160 Downpipe Ø 76 mm Euro 6c
90 81 1165 Downpipe Ø 76 mm Euro 6c

90 95 1105 Downpipe Ø 70 mm Euro 4 / 5

90 95 1120 Downpipe Ø 60 mm Euro 6

90 95 1110 Downpipe Ø 70 mm Euro 6
90 95 1115 Downpipe Ø 76 mm Euro 6

HJS-No. Description Euro-NormHJS-No. Model KBA-Type Ltr/kW Engine type Norm

90 81 1150 Polo 1.8 GTI  1.8 6 R 1.8/141 DAJA /DAJB Euro 6
90 81 1160 Golf VII 2.0 GTI AU 2.0/180 DLBA Euro 6c
90 81 1165 VW Polo GTI 2.0 AW 2.0/147 CZPC Euro 6c
90 95 1105 Eos 2.0 Turbo 1 F 2.0/147 BWA Euro 4
90 95 1105 Eos 2.0 Turbo 1 F 2.0/147 CAWB Euro 5
90 95 1105 Eos 2.0 Turbo 1 F 2.0/147 CCZA Euro 5
90 95 1105 Eos 2.0 Turbo 1 F 2.0/155 CCZB Euro 5
90 95 1105 Golf VI 1.8 1 K 1.8/118 CDAA Euro 5
90 95 1105 Golf V 2.0 GTI 1 K 2.0/147 AXX Euro 4
90 95 1105 Golf V 2.0 GTI 1 K 2.0/147 BWA Euro 4
90 95 1105 Golf V 2.0 GTI 1 K 2.0/147 CAWB Euro 5
90 95 1105 Golf VI 2.0 GTI 1 K 2.0/155 CCZB Euro 5
90 95 1105 Golf V 2.0 GTI 1 K 2.0/169 BYD Euro 4
90 95 1105 Golf VI 2.0 GTI (Edit. 35) 1 K 2.0/173 CDLG Euro 5
90 95 1105 Golf V 2.0 GTI 1 KM 2.0/147 BWA Euro 4
90 95 1105 Golf V 2.0 GTI 1 KM 2.0/147 CAWB Euro 5
90 95 1105 Jetta III 2.0 Turbo 16 2.0/147 CCZA Euro 5
90 95 1105 Jetta III 2.0 Turbo 1 KM 2.0/147 BWA Euro 4
90 95 1105 Jetta III 2.0 Turbo 1 KM 2.0/147 CAWB Euro 5
90 95 1105 Passat V 1.8 3 C 1.8/118 CDAA Euro 5
90 95 1105 Passat V 1.8 3 C 1.8/118 BZB Euro 4
90 95 1105 Passat V 2.0 3 C 2.0/147 BWA Euro 4
90 95 1105 Passat V 2.0 3 C 2.0/147 CAWB Euro 5
90 95 1105 Passat V 2.0 3 C 2.0/147 CCZA Euro 5
90 95 1105 Passat V 2.0 3 C 2.0/155 CCZB Euro 5
90 95 1105 Passat V CC 1.8 3 CC 1.8/118 BZB Euro 4
90 95 1105 Passat V CC 1.8 3 CC 1.8/118 CDAA Euro 5
90 95 1105 Passat V CC 2.0 3 CC 2.0/147 CAWB Euro 5
90 95 1105 Passat V CC 2.0 3 CC 2.0/147 CCZA Euro 5
90 95 1105 Passat V CC 2.0 3 CC 2.0/155 CCZB Euro 5
90 95 1105 Scirocco III 2.0 13 2.0/147 CAWB Euro 5
90 95 1105 Scirocco III 2.0 13 2.0/155 CCZB Euro 5
90 95 1105 Scirocco III 2.0 R 13 2.0/188 CDLC Euro 5
90 95 1105 Scirocco III 2.0 R 13 2.0/195 CDLA Euro 5
90 95 1110 Golf VII 2.0 GTI AU 2.0/162 CHHB Euro 6
90 95 1110 Golf VII 2.0 GTI AU 2.0/162 CXDA Euro 6
90 95 1110 Golf VII 2.0 GTI AU 2.0/169 CHHA Euro 6
90 95 1110 Golf VII 2.0 GTI (Clubsport) AU 2.0/195 CJXE Euro 6
90 95 1110 Golf VII 2.0 GTI (Clubsport S) AU 2.0/228 CJXG Euro 6
90 95 1110 Passat VII 2.0 3C 2.0/162 CHHB Euro 6
90 95 1115 Golf VII 2.0 GTI AU 2.0/162 CXDA Euro 6
90 95 1115 Golf VII 2.0 GTI AU 2.0/162 CHHB Euro 6
90 95 1115 Golf VII 2.0 GTI AU 2.0/169 CHHA Euro 6
90 95 1115 Golf VII 2.0 GTI (Clubsport) AU 2.0/195 CJXE Euro 6
90 95 1115 Golf VII 2.0 GTI (Clubsport S) AU 2.0/228 CJXG Euro 6
90 95 1115 Passat VII 2.0 3C 2.0/162 CHHB Euro 6
90 95 1120 Golf VII 1.2 AU 1.2/63 CJZB Euro 6
90 95 1120 Golf VII 1.2 AU 1.2/63 CYVA Euro 6
90 95 1120 Golf VII 1.2 AU 1.2/77 CJZA Euro 6
90 95 1120 Golf VII 1.2 AU 1.2/81 CYVB Euro 6
90 95 1120 Golf VII 1.4 AU 1.4/90 CMBA Euro 6
90 95 1120 Golf VII 1.4 AU 1.4/90 CXSA Euro 6
90 95 1120 Golf VII 1.4 AU 1.4/92 CZCA Euro 6
90 95 1120 Golf VII 1.4 AU 1.4/103 CHPA Euro 6
90 95 1120 Golf VII 1.4 AU 1.4/103 CPTA Euro 6
90 95 1120 Golf VII 1.4 AU 1.4/110 CZDA Euro 6
90 95 1135 Arteon 2.0 (4x4) 3H 2.0/206 DJHC Euro 6
90 95 1135 Golf VII 2.0 R AU 2.0/206 CJXB Euro 6
90 95 1135 Golf VII 2.0 R AU 2.0/213 CJXD Euro 6
90 95 1135 Golf VII 2.0 R AU 2.0/221 CJXC Euro 6
90 95 1135 Golf VII 2.0 R AU 2.0/228 DJHA Euro 6
90 95 1135 Golf VII 1.8 (4x4) AUV 1.8/132 CJSB*1 Euro 6
90 95 1135 Golf VII 2.0 R AUV 2.0/213 DJHB Euro 6
90 95 1135 Golf VII 2.0 R AUV 2.0/221 CJXC Euro 6
90 95 1135 Golf VII 2.0 R AUV 2.0/228 DJHA Euro 6
90 95 1135 Passat XII 2.0 (4x4) 3C 2.0/206 CJXA Euro 6

Tuning Catalysts with ECE approval
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n Euro 4/5/6 approval
n Up to 12 kW more power
n up to 2 dB more sound
n EOBD tested
n 200 cpsi  / 300 cpsi
n Stainless steel catalyst
n Optimized gas flow
n HD-Design/HF-Design /TS-Design

TECHNOLGY CHECK

n Made in Germany
n Motorsport approved
n Maximum durability
n Original equipment quality
n 30 years Know-How
n HJS type plate with   ECE-No.
n HJS serial number
n HJS Tuning stamping

QUALITY CHECK

HF-Design
n Double foil winding 
n Two winding centers
n Flexible generating profiles

for standard applications

HD-Design
n Triple foil winding
n Three winding centers
n Optimized generating profiles

for maximal durability

TS-Design
n Double foil winding 
n Two winding centers
n Turbulence generating profiles
n Optimized efficiency for

exhaust gas cleaning

Tuning Catalysts with ECE approval
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Tuning Catalysts, universal
Export and single approval according to §21 German StVZO

HJS-No. 90 95 0097
Function EOBD, up to Euro 3
Pre catalyst
Main catalyst 
up to 180 PS / up to 1600 ccm
Weight: 1.8 kg

HJS-No. 90 95 0099
Function EOBD, up to Euro 2
Pre catalyst
Main catalyst 
up to 180 PS / up to 1600 ccm
Weight: 1.1 kg

Tuning Catalysts without homologation

Catalyst components for building exhaust systems. HJS 
universal tuning catalysts have been developed on the basis of
our motorsport catalysts. Our 200 cpsi catalysts are the right
component for self-designed exhaust systems. You will achieve
higher horsepower with less backpressure without having 
problems with your EOBD or MOT inspection. 

The specially designed HJS cones provide an ideal exhaust gas
flow into the catalyst, which contributes to optimal power 
performance. HJS generic catalysts must be approved by your 
Department of Transportation prior to initial use. The vehicle 
exhaust emission characteristic will be influenced from different
factors like engine performance, capacity, power range, exhaust
temperatures and vehicle weight. For any installation of exhaust
systems out of the applicable range please note that the 
indicated Euro norms are to be understood as a recommendation
and help for system lay out only.

In this context HJS cannot guarantee that the required Euro 
standards will be achieved.

HJS-No. 90 95 0092
Function EOBD, up to Euro 4
Main catalyst 
up to 240 PS / up to 2600 ccm
Weight: 2.3 kg

HJS-No. 90 95 0192
Function EOBD, up to Euro 5
Main catalyst 
up to 240 PS / up to 2600 ccm
Weight: 2.1 kg

HD



Tuning Catalysts, universal
Export and single approval according to §21 German StVZO

Maße in mm 
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HJS-No. 90 95 0070
Function EOBD, up to Euro 4
Main catalyst 
up to 350 PS / up to 5000 ccm
Weight: 2.3 kg

(130)(130)(130)

292

Ø 70.5Ø 70.5 Ø 121

HJS-No. 90 95 0182
Function EOBD, up to Euro 5
Main catalyst 
up to 350 PS / up to 5000 ccm
Weight: 2.5 kg

HJS-No. 90 95 0190
Function EOBD, up to Euro 6
Main catalyst 
up to 450 PS / up to 6000 ccm
Weight: 3.5 kg

HD

HD

HD

HJS-No. 90 95 0195
Function EOBD, up to Euro 6
Main catalyst 
up to 500 PS / up to 6.000 ccm
Weight: 4.0 kg376

ø88,9 ø88,9ø153

ø76,5
ø121

ø76

246,5 

HJS-No. 90 95 0085
Function EOBD, up to Euro 5
Main catalyst 
up to 280 PS / up to 3500 ccm
Weight: 1.8 kg

ø76
ø121

ø76

242

HJS-No. 90 95 0086
Function EOBD, up to Euro 6
Main catalyst 
up to 280 PS / up to 3500 ccm
Weight: 1.8 kg

HJS-No. 90 95 0072
up to Euro 2
Main catalyst 
up to 240 PS / up to 2600 ccm
Weight: 1.7 kg

HJS-No. 90 95 0082
Function EOBD, up to Euro 4
Main catalyst 
up to 280 PS / up to 3500 ccm
Weight: 2.0 kg

HD

HD
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OE Catalyst

Universal Catalyst

Converter replacement tips for universal Tuning Catalysts

4 4

2 3

1. It is important that the correct converter for the application is used. 
The selection of the universal catalytic converter is based on 
the engine capacity, the power and the emission standard.

2. Make sure the replacement converter is installed in the same location
as the OEM.

3. If the replacement unit is shorter than the OEM, try to keep the front 
brick as close to the OEM location as possible.

4. Install the oxygen sensor as close to the OEM location as possible.

5. Always check for leaks after a replacement has been completed.
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OE Catalyst 

HJS Tuning Catalyst

Exhaust back pressure reduced 
by up to 60 %
+ 8 HP more power
+ 12 NM more torque

11

The diagram shows the result of an exhaust back pressure 
comparison measurement between a 400 cell original catalyst
and a 200 cell HJS tuning catalyst. Test vehicle was a Mitsub-
ishi Lancer Evolution X with a 1998 cm3 turbocharged engine
with 295 HP and Euro 4 emission standard. By reducing the
number of cells and the catalysts size while optimizing gas
flow, a 60% reduction in exhaust back pressure compared to
the original part could be achieved. The turbocharger perfor-
mance could be improved by 8HP and 12Nm torque.

Less Backpressure  More Power

Tuning Catalysts, universal
Export and single approval according to §21 German StVZO
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Glossary

High-temperature, integral insulation for exhaust systems

General Vehicle Type Approval

An ABE (general vehicle type approval) indicates that the concerned vehicle part, in area of application of the German Road Traffic Licensing Regulati-
ons (StVZO,) can be built in all vehicles which are listed in the ABE. The registration into the vehicle documents is not compelling requirrf. Rather it is
arranged in the ABE. If there is an available ABE we recommend reading it attentively to make sure that all conditions for installation are satisfied. As
a rule the ABE has to be carried in the car and if demanded the ABE has to be submitted.

Product type approval (according to §19 (3) of the German StVZO)

A product type approval indicates that the tuning part complies with the general safety requirements in relation to the specific vehicle. Correct instal-
lation must be checked by an official testing facility in order to obtain the vehicle type approval. You will then be informed whether the vehicle modifi-
cation needs to be registered with the Ministry of Transportation or if you just need to carry the product type approval with you.

Individual Type Approval (according to §21 of the German StVZO)

Within scope of an operating licence an authorized appraiser can record after German §21 StVZO tuning parts into the vehicle documents. In addition
he has to assert in the best of technical discretion that also after the installation into the car at the time of day of the first licence fulfilling the licence
regulations. This counts in particular for exhaust and noise behavior and for safety of vehicles. Here it is helpful if technical documents are available,
which are showing the function, the effectiveness and the security of the part which has to be registered and described.

E Approval mark/E tested

ECE-Regulation allowed parts are marked with a circle. This circle contains an E and a number (e.g. E1 for allowed in Germany), followed by an R and
the relevant regulation (e.g. R103 for catalysts) and the permit number. They can be built in within Europe without registration in all listed vehicles in
application area of license. In addition the application area has to be apparent for the end user (e.g. in terms of an online catalog). An installation ap-
proval or registration in the vehicle papers is not required. To carry the ECE homologation is not necessary. The approval number, which is permanently
marked on the product, is sufficient.

Integral-Insulation

Integral insulation is used to protect temperature-sensitive engine
components against radiant heat and to improve the functionality
(thermal management) of catalytic converters and diesel particulate
filters. The integral insulation, which has been developed 
specifically for application in motorsport, is made up of a 0.1-mm-thick,
spherically embossed, stainless steel foil (outer shell) and a high-tem-
perature-resistant, 4 - 12-mm-thick fibre mat (insulating material). The
thinness of these materials keeps the amount of extra weight to a mi-
nimum. HJS's integral insulation stands out thanks to its excellent long-
term durability at temperatures up to 1000°C. It can be used for all com-
ponents subjected to high temperatures, such as exhaust manifolds,
exhaust pipes, catalytic converters, diesel particulate filters and si-
lencers.

Motorsport catalyst muffler system with integral insulation optional

Tuning Catalysts, universal
Export and single approval according to §21 German StVZO
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Metal Substrate

Structure of the Catalysts

Series vs. Tuning Catalysts

HJS tuning catalysts are based on honeycomb structures made of metal. These honeycombs
maximize the surface area across which the exhaust gas flows, guaranteeing the best pos-
sible reaction process.

The honeycombs have a different density and different number of cells (measured in cells
per square inch = cpsi). One square inch corresponds to 2.54 x 2.54 cm.

Series 
Catalyst

„No Name“ 
Catalyst

HJS Tuning 
Catalyst

Structure Ceramic honeycomb Metal substrate Metal substrate

No. of cells 400 - 600 cpsi 200 cpsi 200 cpsi

Free space 55 - 65 % 75 - 85 % 75 - 85 %

Wall thickness 0,02 - 0,08 mm 0,02 - 0,05 mm 0,05 - 0,08 mm

Durability low low very high

Thermal stability max. 800 °C max. 800 °C max. 1050 °C

Structure Honeycomb Central winding HF- / HD- / TS-Design

Tuning Catalysts, universal
Export and single approval according to §21 German StVZO
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Structure of the Catalysts

Operating conditions for Catalysts

The substrate structure (A) is coated with a highly porous ceramic coating known as the "washcoat" (B). This
washcoat massively increases the active surface area of the catalyst (by a factor of 7,000!). 
Suspended and finely dispersed in the washcoat are the precious metals platinum, palladium and 
rhodium (the load, (C)).

Catalytic conversion of the pollutants in the exhaust gas is performed by these precious metal particles.
The platinum and palladium particles convert CO and HC into carbon dioxide and water, while the rhodium
particles reduce NOx to nitrogen. The precious metals simply initiate these reactions and are not altered in
any way by the process.

Apart from the temperature and composition of the exhaust gas, the effectiveness of the catalytic process
depends very much on the quantities and the ratio of the three precious metals, and on the chemical com-
position of the washcoat.

HJS's washcoat is characterized by its excellent ability to store oxygen and it is specially stabilized in order
to minimize thermal and other ageing effects.

Catalysis begins when exhaust-gas temperatures are
greater than 250°C. A catalyst achieves its optimum effi-
ciency in a temperature window between 400 and 800°C.

Catalysts are most efficient when lambda = 1.0, that is,
when the air-fuel ratio is 14.7:1 (with 95 RON petrol).

A

A B

B

HC
CO

NOx

CC

Tuning Catalysts, universal
Export and single approval according to §21 German StVZO
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Universal competition exhaust parts
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Outside-Ø 45 mm - Universal Competition Pipes and Bends

HJS-No. Description Length Wall thickness

90 60 4900 Straight Pipe 980 mm 1,5 mm

90 60 4930 30° Degree bend 125 mm 1,5 mm

90 60 4945 45° Degree bend 135 mm 1,5 mm

90 60 4960 60° Degree bend 160 mm 1,5 mm

90 60 4990 90° Degree bend 220 mm 1,5 mm

Outside-Ø 65 mm - Universal Competition Pipes and Bends

HJS-No. Description Length Wall thickness

90 60 5400 Straight Pipe 980 mm 1,2 mm  

90 60 5430 30° Degree bend 120 mm 1,2 mm  

90 60 5445 45° Degree bend 145 mm 1,2 mm  

90 60 5460 60° Degree bend 190 mm 1,2 mm  

90 60 5490 90° Degree bend 220 mm 1,2 mm 

Outside-Ø 70 mm - Universal Competition Pipes and Bends

HJS-No. Description Length Wall thickness

90 60 5500 Straight Pipe 980 mm 1,5 mm  

90 60 5530 30° Degree bend 120 mm 1,5 mm  

90 60 5545 45° Degree bend 145 mm 1,5 mm  

90 60 5560 60° Degree bend 190 mm 1,5 mm  

90 60 5590 90° Degree bend 240 mm 1,5 mm  

A complete program of universal parts for the self-construction of ex-
haust systems is offered by the company HJS. With this delivery pro-
gramme, each passionate motor sport fan has now the opportunity
of designing his exhaust system individually. It is also extremely hel-
pful for the reconstruction or replacement of original parts which are
no longer available. All parts are manufactured in stainless steel. 

The HJS silencers reduce the noise by absorption through centre per-
forated tubes and high temperature proof fibreglass. Accordingly, there
is less gas flow restriction and hence back pressure is reduced and
engine performance is optimised. 

The pipe ends are 
expanded to a
length of 30 mm.

Universal competition exhaust parts

Outside-Ø 48 mm - Universal Competition Pipes and Bends

HJS-No. Description Length Wall thickness

90 60 5000 Straight Pipe 980 mm 1,5 mm

90 60 5030 30° Degree bend 125 mm 1,5 mm

90 60 5045 45° Degree bend 135 mm 1,5 mm

90 60 5060 60° Degree bend 160 mm 1,5 mm

90 60 5090 90° Degree bend 220 mm 1,5 mm

Outside-Ø 50 mm - Universal Competition Pipes and Bends

HJS-No. Description Length Wall thickness

90 60 5100 Straight Pipe 980 mm 1,5 mm  

90 60 5130 30° Degree bend 120 mm 1,5 mm  

90 60 5145 45° Degree bend 140 mm 1,5 mm  

90 60 5160 60° Degree bend 140 mm 1,5 mm  

90 60 5190 90° Degree bend 220 mm 1,5 mm

Outside-Ø 55 mm - Universal Competition Pipes and Bends

HJS-No. Description Length Wall thickness

90 60 5200 Straight Pipe 980 mm 1,5 mm

90 60 5230 30° Degree bend 120 mm 1,5 mm

90 60 5245 45° Degree bend 160 mm 1,5 mm

90 60 5260 60° Degree bend 165 mm 1,5 mm

90 60 5290 90° Degree bend 220 mm 1,5 mm

Outside-Ø 60 mm - Universal Competition Pipes and Bends

HJS-No. Description Length Wall thickness

90 60 5300 Straight Pipe 980 mm 1,5 mm  

90 60 5330 30° Degree bend 120 mm 1,5 mm  

90 60 5345 45° Degree bend 145 mm 1,5 mm  

90 60 5360 60° Degree bend 160 mm 1,5 mm  

90 60 5390 90° Degree bend 220 mm 1,5 mm  

Outside-Ø 76 mm - Universal Competition Pipes and Bends

HJS-No. Description Length Wall thickness

90 60 5700 Straight Pipe 980 mm 1,5 mm  

90 60 5730 30° Degree bend 130 mm 1,5 mm  

90 60 5745 45° Degree bend 150 mm 1,5 mm  

90 60 5760 60° Degree bend 190 mm 1,5 mm  

90 60 5790 90° Degree bend 250 mm 1,5 mm
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Universal competition exhaust parts
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A = Outside-Ø mm
B = Outside-Ø mm
C = Inside-Ø mm

Flexible-pipe coupling, 3-thick walled, Heavy Duty, gas-tight 
HJS-No. Inside-Ø Outside-Ø Length

90 60 4910 45 mm 70 mm 94 mm

90 60 5110 50 mm 75 mm 100 mm

90 60 5210 55 mm 80 mm 105 mm

90 60 5310 60 mm 90 mm 120 mm

83 00 8476 60 mm 86 mm 200 mm

83 00 8335 64 mm 86 mm 117 mm

90 60 5410* 64 mm 86 mm 200 mm

83 00 8473 70 mm 106 mm 100 mm

90 60 5510 70 mm 95 mm 150 mm

83 00 8474 70 mm 103 mm 200 mm

90 60 5710 76 mm 101 mm 150 mm

83 00 8475 76 mm 102 mm 200 mm

83 00 8443 80 mm 108 mm 120 mm 

83 00 8444 80 mm 108 mm 150 mm 

83 00 8445 80 mm 108 mm 200 mm 

83 00 8539 90 mm 121 mm 200 mm
*2-thick walled

Adaptors, Stainless Steel 1.4301 (Band clamps 30mm)
HJS-No. A B L
90 60 5331 60 mm 50 mm 90 mm
90 60 5335 60 mm 55 mm 90 mm
90 60 5532 70 mm 55 mm 90 mm
90 60 5531 70 mm 60 mm 125 mm
90 60 5535 70 mm 65 mm 90 mm
90 60 5732 76 mm 60 mm 90 mm
90 60 5731 76 mm 65 mm 90 mm
90 60 5735 76 mm 70 mm 90 mm
90 60 5736 76 mm 76 mm 90 mm

A = Inside-Ø mm
B = Inside-Ø mm
L = Length

SoftFlex Bellows, wire mesh
HJS-No. Inside-Ø Outside-Ø SoftFlex L-Flex/L-ges
83 00 8573 3 45 mm 71 mm 200 mm
83 00 8584 3 50 mm 81 mm 145 mm
83 00 8571 3 50 mm 71 mm 200 mm
83 00 8449 3 60 mm 88 mm 160 mm
83 00 8579 3 60 mm 80 mm 190 mm
83 00 8448 3 60 mm 88 mm 200 mm
83 00 8574 3 62 mm 92 mm 210 mm
83 00 8447 3 70 mm 96 mm 120 mm
83 00 8446 3 70 mm 96 mm 200 mm
83 00 8581 3 76 mm 101 mm 150 mm
83 00 8583 3 76 mm 115 mm 205 mm
83 00 8437 3 80 mm 107 mm 138 mm
3 = auch über 800 °C einsetzbar

Similar picture

Stepped Connection Pipes
HJS-No. A B C Length
90 60 5020 45 mm 48 mm 50 mm 170 mm
90 60 5120 48 mm 50 mm 55 mm 170 mm  
90 60 5220 50 mm 55 mm 60 mm 170 mm 
90 60 5320 55 mm 60 mm 70 mm 170 mm
90 60 5520 60 mm 70 mm 76 mm 170 mm 

Y-Pipes
HJS-No. Outside-Ø Pipe distance Total length
90 60 5150 1 x 50 mm / 2 x 50 mm 100 mm 240 mm
90 60 5251 1 x 55 mm / 2 x 50 mm 70 mm 200 mm
90 60 5352 1 x 60 mm / 2 x 55 mm 105 mm 240 mm
90 60 5354 1 x 60 mm / 2 x 60 mm 105 mm 240 mm
90 60 5553 1 x 70 mm / 2 x 60 mm 105 mm 240 mm
90 60 5755 1 x 76 mm / 2 x 60 mm 105 mm 240 mm

Pipe Coupling
HJS-No. Ø Length
83 12 2857 45,0 mm 90 mm
83 00 4809 48,0 mm 90 mm
83 00 5007 50,0 mm 70 mm
83 12 2858 50,0 mm 90 mm
83 00 5507 55,0 mm 70 mm
83 12 2860 55,0 mm 90 mm
83 00 6007 60,0 mm 70 mm
83 12 2859 60,0 mm 90 mm
83 00 6507 65,0 mm 70 mm
83 00 6509 65,0 mm 90 mm
83 00 7007 70,0 mm 70 mm
83 00 7609 76,0 mm 90 mm
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Packing ring / Packing ring for Connection adaptors, Steel
HJS-No. Ø 
83 11 2088 45/50 mm
83 11 1392 55/60 mm
90 60 3138 70/76 mm

Silencer Insulation wool (fibreglass insulator)2

HJS-No. Filling 
83 00 0090 250 g
83 00 0091 400 g
83 00 0092 500 g

Compensators / Connection adaptors
HJS-No. Inside-Ø Total length
90 60 4915 45 mm 155 mm
90 60 5015 48 mm 155 mm
90 60 5115 50 mm 155 mm
90 60 5215 55 mm 155 mm
90 60 5315 60 mm 155 mm
90 60 5515 70 mm 155 mm
90 60 5715 76 mm 155 mm

Perforated hose · Stainless Steel
HJS-No. Outside-Ø Total length
91 51 1000 32 mm 1.000 mm
91 51 1001 35 mm 1.000 mm
91 51 1002 38 mm 1.000 mm
91 51 1003 42 mm 1.000 mm
91 51 1004 45 mm 1.000 mm
91 51 1005 50 mm 1.000 mm
91 51 1006 57 mm 1.000 mm
91 51 1007 60 mm 1.000 mm
91 51 1008 63 mm 1.000 mm
91 51 1009 76 mm 1.000 mm

Connection adaptors
HJS-No. Description Inside-Ø Length
90 60 3113 mit λ Anschluss 45 mm 75 mm
90 60 3114 - 45 mm 75 mm
90 60 3115 mit λ Anschluss 50 mm 75 mm
90 60 3116 - 50 mm 75 mm
90 60 3118 mit λ Anschluss 55 mm 75 mm
90 60 3119 - 55 mm 75 mm
90 60 3120 mit λ Anschluss 60 mm 75 mm
90 60 3121 - 60 mm 75 mm
90 60 3123 mit λ Anschluss 70 mm 75 mm
90 60 3124 - 70 mm 75 mm
90 60 3125 mit λ Anschluss 76 mm 75 mm
90 60 3126 - 76 mm 75 mm

Three-hole flanges, Steel
HJS-No. Ø Bolt Circle Bore
90 60 3107 50 mm 76 mm 9 mm
90 60 3109 60 mm 91 mm 9 mm
90 60 3110 80 mm 116 mm 11 mm

Competition Boxes, Absorption principle
HJS-No. Pipe-Ø Box dimension Total length

Ø x l / h x w x l
90 60 6135 50 mm 100 x 400 mm 650 mm  
90 60 6140 50 mm 125 x 400 mm 650 mm  
90 60 6245 55 mm 125 x 450 mm 700 mm  
90 60 6335* 60 mm 110 x 350 mm 450 mm  
90 60 6345 60 mm 125 x 450 mm 700 mm  
90 60 6343* 60 mm 150 x 430 mm 650 mm  
90 60 6545* 70 mm 125 x 450 mm 650 mm  
90 60 6740* 76 mm 125 x 400 mm 600 mm  
90 60 6745 55 mm 150 x 225 x 450 mm 700 mm  
90 60 6845 60 mm 150 x 225 x 450 mm 700 mm  
90 60 6899* 60 mm 120 x 180 x 340 mm 450 mm
*Stainless steel

2 For extremely temperature-stressed exhaust systems and for direct/refilling of the silencer. 
Product advantages: excellent temperature resistance · high durability · excellent sound absorption · 
premium quality · Motorsport proven!
Safety note: Mechanical irritation (itching)

Contact with flying dust and fibres (inhalation)

Universal competition exhaust parts
Export and single approval according to §21 StVZO
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Exhaust system consisting of Universal Competition Parts

Stepped Sleeves 
Ø 45-76 mm

Flexible-pipe 
coupling HD 
Ø 45-76 mm

Tuning Catalyst 
200 cpsi
with ECE approval

Connecting Adaptors 
Ø 45-76 mm

Y-pipese 
Ø 50-76 mm

Exhaust Valve 
Ø 50-76 mm

Straight Pipe
Ø 45-76 mm

Bends 30°/45°/60°/90°
Ø 45-76 mm

Pipe Coupling 
Ø 45-70 mm

Competition
box

Ø 50-76 mm

example for application

V-Band Clamp with quick fastener
HJS-No. Pipe-Ø Description
90 60 5195 50 mm suitable for V-Band connector
90 60 5295 55 mm suitable for V-Band connector
90 60 5395 60 mm suitable for V-Band connector
90 60 5495 65 - 76 mm suitable for V-Band connector

V-Band Clamp with couplings / Connectors
HJS-No. Inside-Ø (A) Outside-Ø (B) Ø (C) Width
90 60 5196 50,5 mm 55,5 mm 69,5 mm 40,0 mm
90 60 5296 55,5 mm 61,5 mm 76,0 mm 40,0 mm
90 60 5396 60,5 mm 64,5 mm 84,5 mm 40,0 mm
90 60 5496 65,5 mm 71,5 mm 95,0 mm 40,0 mm
90 60 5596 70,1 mm 76,5 mm 95,0 mm 40,0 mm
90 60 5796 76,5 mm 80,5 mm 95,0 mm 40,0 mm

+ =

Gasket for V-Band Clamps

HJS-No. Description

90 60 5497 suitable for V-Band clamp Ø 60 / 65 mm

90 60 5797 suitable for V-Band clamp Ø 70 / 76 mm

A
B

C

Stainless steel band clamp (30 mm extra width)
HJS-No. Inside-Ø
90 60 5091 45.0 mm
90 60 5199 51.5 mm
90 60 5198 54.0 mm
90 60 5297 58.0 mm
90 60 5398 63.0 mm
90 60 5597 70.0 mm
90 60 5599 73.0 mm
90 60 7097 79.0 mm

Universal competition exhaust parts
Export and single approval according to §21 StVZO
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Straight Holder, Stainless Steel
HJS-No. Ø Length
90 60 0026 10 mm 220 mm
90 60 0027 10 mm 250 mm

A 0.5 mm thick aluminum blank is
used as support material and 
guarantees the necessary stability
for the mounting on the vehicle
floor.

A 2.0 mm thick ceramics fleece 
material is used as a heat shield,
which is heat resistance up to
1.000° C.

Locking spring & Bracket
HJS-No. Description Ø x L
90 60 0512 Stainless steel Spring 8 x 80 mm
90 60 0515 Bracket Stainless steel

Heat protection fabric tapes (15 m rolls) &
stainless steel cable tie
HJS-No. Description Figure

90 60 0110 50 x 1.5 mm / heat resistance up to 800 °C 1

90 60 0120 48 x 1.2 mm / white / heat resistance up to 1.000° C 2

90 60 0130 50 x 2.0 mm / black / heat resistance up to 1.100° C 3

90 60 0121 Stainless steel cable tie / 5 x 350 mm 4

1

4

3

2

Heat shields, heat resistance up to 1.000° C
HJS-No. Thickness W x L
90 60 3150 2,5 mm 330 x 330 mm
90 60 3151 2,5 mm 330 x 500 mm
90 60 3152 2,5 mm 330 x 660 mm

Stainless Steel Heat Shield with Insulation1

HJS-No. Description Thickness W x L

83 00 0020 Güte: 1.4828; formbar 0,1 mm / 5 mm 250 x 500 mm

83 00 0025 Güte: 1.4828; formbar 0,1 mm / 5 mm 500 x 500 mm

83 00 0027 Güte: 1.4828; formbar 0,1 mm / 5 mm 1000 x 1000 mm
1Protection for insulation material on exhaust pipes, catalytic converters, turbo chargers 
and silencers
Including 5 mm thick insulation material, heat resistant up to 1000°C 
Self adhesive (single side), also for universal applications

Stainless Steel Heat Shield without Insulation2

HJS-No. Description Thickness W x L

83 00 0015 Güte: 1.4828; formbar 0,1 mm 250 x 500 mm

83 00 0035 Güte: 1.4828; formbar 0,1 mm 500 x 500 mm

83 00 0030 Güte: 1.4828; formbar 0,1 mm 500 x 1000 mm

83 00 0040 Güte: 1.4828; formbar 0,1 mm 1000 x 1000 mm

2Protection for insulation material on exhaust pipes, catalytic converters, turbo chargers 
and silencers
also for universal applications

Insulation, loose · Insulation material 5 mm
HJS-No. Description Thickness W x L

83 00 0043 Insulation, loose 5 mm 500 x 250 mm

83 00 0045 Insulation, loose 5 mm 500 x 500 mm

83 00 0047 Insulation, loose 5 mm 1000 x 1000 mm

Heat protection hose with hook and loop fastener
HJS-No. Description

90 60 0131 78 x 2200 mm heat protection hose

90 60 0132 127 x 1000 mm heat protection hose

90 60 0133 191 x 1000 mm heat protection hose

90 60 0134 252 x 1000 mm heat protection hose

Universal competition exhaust parts
Export and single approval according to §21 StVZO
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51 mm

72
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m

Ø 11,5 mm

Rubber Pad
HJS-No. Rubber Thickness
90 60 1900 34 mm

Rubber Pad HD
HJS-No. Rubber Thickness
90 60 7112 38 mm

1 2 3 4 5 6 7 8 9

Sensor plug and rings

HJS-No. Description Screw Thread Fig.

90 60 0023* Screwed Sealing Plug M 14 x 1,5 1
90 60 0619* CO-Sensor Threaded Ring M 14 x 1,5 2
93 02 4806* Temperatur PT - Threaded Ring M 14 x 1,5 3
83 00 0244 λ - Sensor Screwed Sealing Plug M 18 x 1,5 4
90 60 9724* λ - Sensor Threaded Ring with Bevel M 18 x 1,5 5
90 60 7690* λ - Sensor Threaded Ring, Straight M 18 x 1,5 6
90 60 9725* λ - Sensor Threaded Ring, 45° Angle M 18 x 1,5 7
83 00 0001* NOx - Sensor Screwed Sealing Pluge M 20 x 1,5 - 6H 8
90 60 4553* NOx - Sensor Threaded Ring M 20 x 1,5 - 6H 9
*Stainless Steel

Assortment DPF® / Catalysts repair connectors, large
HJS-No. Description

92 10 2004 Assortment case with the following content:

Quantity Description

1 Hole saw adapter incl. drill Ø 6,3 mm

1 Hole saw Ø 25 mm

2 λ-Sensor plug M18 x 1,5; incl. seal ring for λ-Sensor plug

3 λ-Sensor threaded ring, straight M18 x 1,5

2 λ-Sensor threaded ring with bevel M18 x 1,5

1 Pressure line straight Ø 8 mm, 100 mm length

2 Pressure line 90° angled, Ø 8 mm, 74 mm length; 

incl. 2x clamp

2 Repair connector with weld-on base for tubes Ø 55 - 75 mm, 

M14 x 1,5

4 Repair connector Ø 28 mm with internal thread M14 x 1,5

4 Repair connector M14 x 1,5 for type F flar

1 Welding protection screw M14 x 1,5

5 Repair connector Ø 21 mm with internal thread M14 x 1,5

4 Retaining screw M14 x 1,5

2 Welding protection cap M14 x 1,5

4 Retaining nut M14 x 1,5

3 DPF® repair connector M12 x 1,25, Outside-Ø  20 mm

3 DPF® repair connector M12 x 1,25, Outside-Ø  28 mm

3 Repair connector Ø 24 mm with internal thread M16 x 1,5

for DPF® pressure line with flat flare

3 Repair connector Ø 28 mm with internal thread M16 x 1,5

for DPF® pressure line with type F flare

3 Repair connector Ø 21 mm with internal thread M16 x 1,5

for DPF® pressure line with type F flare

2 NOx sensor repair connector with bevel M20 x 1,5

3 Repair connector M14 x 1,5 for flat flare

3 Repair connector M14 x 1,5 for pipe Ø 8 mm with sealing ring

1 Protection screw M16 x 1,5 x 20

1 NOx sensor plug M20 x 1,5 - 6H

35 mm

Ø 11 mm

70
 m

m

Rubber-metal element
HJS-No. Rubber Thickness
90 60 1960 34 mm

Table of contents

Universal competition exhaust parts
Export and single approval according to §21 StVZO



26
 0

3 
91

14

©
 H

JS
 2

02
1  

    
St

an
d 

 14
.0

1.2
02

1  
    

Su
bj

ec
t t

o 
ch

an
ge

 w
ith

ou
t n

ot
ice

.

www.hjs-motorsport.de 

Product information 

HJS Tuning Partner 

CHECK IT!

www.facebook.com/hjsmotorsporttuning

www.instagram.com/hjsmotorsporttuning

www.youtube.com

HJS Emission Technology Dieselweg 12 Telefon +49 2373 987-0 motorsport@hjs.com
GmbH & Co. KG D-58706 Menden/Sauerland Telefax +49 2373 987-249 www.hjs-motorsport.de  




